
SCREW PLATE)

        - 6X 5/ 16-18 x 1" SCREW, S.S.

        - 6x 5/ 16-18 LOCK NUT, S.S.

TOOLS REQUIRED:

- 1X HARDWARE PACKAGE (NP-2250)

NP-2250 ASSEMBLY INSTRUCTIONS

- 1X  BENCH BACK PLATE (NP-9107 -or- NP-9108

- PHILLIPS SCREW DRIVER

OPTIONAL BENCH BACK PLATE

        - 6X 5/ 16" FLAT WASHER, S.S.

COMPONENTS

- SOCKET & WRENCH (STD SIZE)

USE THE FOLLOWING INSTRUCTIONS FOR PROPER
ASSEMBLY OF THE BENCH BACK PLATE.

1.) AFTER THE COMPLETE ASSEMBLY OF YOUR BENCH,
     LOCATE THE BACK PLATE & HARDWARE PACKAGE.

2.) CENTER THE BACK PLATE ON THE REAR SIDE OF THE
     BENCH BACK REST.  USE HARDWARE TO SECURE
     THE BACK PLATE INTO PLACE. DO NOT TIGHTEN THE
     BOLTS UNTIL ALL OF THEM ARE IN PLACE.

 WASHERFLAT

LOCK NUT


